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SHEET NOTES:

1) CONTRACTOR SHALL CONTACT "ONE CALL" FOR UTILITY LOCATES PRIOR TO THE START OF ANY

EXCAVATION.

SSMH: STA 1+61

RIM: 126.0

INV IN (NW): 117.28

INV IN (NE):117.28

INV OUT (SE): 117.08

(REF CITY HALL PARKING PLAN)

NEW SDMH: STA 2+50

RIM: 129.37

INV 10" IN: 125.17

INV 12" IN (SE):124.17

INV 8" IN (E): 122.00±

INV 15" IN (NE):119.83

INV 15" OUT (SW): 119.63

EX SDMH: STA 4+52

RIM: 145.0

INV 15" OUT (SE): 129.60±

SSMH: STA 1+61, LT=53'

RIM: 126.0

(REF CITY HALL PARKING

PLAN)

NEW SDMH: STA 4+33 LT= 30.5'

RIM:143.64

INV IN (E): 128.60

INV OUT (NE):128.40

NEW SDMH 2 FT AWAY FROM

OUTSIDE OF MANHOLE TO

FACE OF WALL

SDMH: STA 1+32, LT=33'

RIM: 125.40

(REF CITY HALL

PARKING PLAN)

EXISTING GRATED INLET STA 3+75

RIM: 138.31, PROTECT IN PLACE

EX SDMH: STA 4+52

RIM: 145

NEW SDMH: STA 2+50, LT= 34'

RIM: 129.37

INV 10" IN: 125.17

INV 12" IN (SE): 124.17

INV 8" IN (E): 122.00±

INV 15" IN (NE): 119.83

INV 15" OUT (SW):119.63

EXISTING GRATED INLET STA 2+50

RIM: 129.37

8" INV OUT (NW): 125.57

CONST 20 LF 12" SDR 35 PVC

SD LINE, S=7.0%

NEW 10" ROOF AND

FOUNDATION DRAINS,

CONNECT TO NEW 10"

SD LINE, TYPICAL

BEGIN NEW 8" SS STUB AT

BUILDING: STA 1+85, LT=16'

INV OUT (SW): 118.12

MECH. ROOM,

FF=121.38

STA 1+74±

CONNECTION TO NEW 6"

WATERLINE STUB, (REF

CITY HALL PARKING PLAN)

STA 1+79±

CONNECTION TO NEW 4"

WATERLINE STUB, (REF CITY

HALL PARKING PLAN)

CONST 109 LF 15" SDR 35

PVC SD LINE, S= 6.2%

CONST 194 LF 15" SDR 35

PVC SD LINE, S= 6.3%

CONST 16 LF 8" SDR 35

PVC SS LINE, S= 3.24%

NEW SDMH: STA 4+33

RIM:143.64

INV 10" IN: 128.60

INV 15" IN (E): 128.60

INV 15" OUT (SW):128.40

CONST 16 LF 8" SDR 35 PVC

SS LINE, S=3.24%

EXISTING GRATED INLET STA 3+75

RIM: 138.31

SDMH: STA 1+41

RIM: 125.40

INV 10" IN (NE): 118.05

INV 15" IN (NW): 117.19

INV 15" IN (NE): 113.13

INV 15" OUT (SE): 112.93

(REF CITY HALL PARKING PLAN)
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C1.6

10TH ST UNDER DRAIN,

CONTRACTOR TO VERIFY

DEPTH AND FLOW

DIRECTION FOR CURB INLET

AND STREET UNDER DRAIN

EXISTING 15"  SD LINE,

CONST NEW FIRE

DEPARTMENT CONNECTION,

SEE

5

C1.9

NEW ELECTRICAL TRANSFORMER, CONDUIT FROM PAD

TO LOWER LEVEL OF BUILDING TO BE CONSTRUCTED

WITH AQUATIC CENTER. PAD AND CONDUIT UNDER

10TH STREET TO BE CONSTRUCTED WITH THE PARKING

EXPANSION, REF CITY HALL PARKING PLANS.

EXISTING 8" PERFORATED

PIPE 10TH STREET UNDER

DRAIN LOCATE AND TIE INTO

NEW SDMH

EXISTING 12" PERFORATED

PIPE FOR RETAINING WALL

FF=121.38

BUILDING

WALL

NEW 10" ROOF AND

FOUNDATION DRAINS,

CONNECT TO NEW SDMH

C1.6

1 10TH STREET PLAN STA 0+00 TO 5+00

C1.6

2 10TH STREET PROFILE STA 0+00 TO 5+00

SCALE HORZ 1"=20'

VERT 1"=4'

NEW 10" ROOF AND

FOUNDATION DRAINS,

CONNECT TO NEW

SDMH

EXISTING FENCE TO BE

RELOCATED, REF

LANDSCAPE SHEETS

NEW SDMH: STA 1+43 LT=53'

RIM: 125.71

INV 10" IN (N): 122.5

INV 10" IN (NE): 113.77

INV 10" OUT (S):113.57

CONST NEW SD

CLEANOUT,

SEE

5

C1.7

AD2

ADDENDUM 2,  7-15-15



C
L
S

M

C
L
A

S
S

 
B

C
L
A

S
S

 
A

8" TOPSOIL OR AS

DIRECTED

WARNING TAPE 15-18"

FROM SURFACE

PIPE ZONE MATERIAL

PIPE BEDDING MATERIAL

FOUNDATION STABILIZATION

MATERIAL, AS DIRECTED BY

ENGINEER

TRACER WIRE (TAPE TO PIPE

EVERY 5')

W

6" MIN.

DIMENSIONS IN INCHES

"D"

8

8

10

10

10

10

"B"

10

10

10

10

10

10

"A"

4

6

8

10

12

15

6" MIN. GRAVEL SURFACING

AT EXISTING  GRAVEL AREAS.

THICKER IF REQ'D TO MATCH

EXISTING THICKNESS.

6"

"A"

"B"

"D"

NOT TO SCALE

C1.7

1 TYPICAL TRENCH DETAIL

"36" TYP

TACK COAT EDGES.

AT AC, SEAL SURFACE

OVER JOINT WITH TACK

AND SAND

PIPE BEDDING MATERIAL

PIPE ZONE MATERIAL

ROLLER WIDTH PLUS 2"

EXIST. UNDISTURBED

BASE

EXISTING PAVEMENT

COMPACTED BACKFILL AS

DIRECTED, SEE NOTES

COMPACTED AGGREGATE BASE

OR CLSM AS DIRECTED

12" MIN.

6" MIN. 6" MIN.

NOT TO SCALE

C1.7

2 ASPHALT STREET CUT DETAIL

TRACER WIRE (TAPE TO PIPE

EVERY 5')

FOUNDATION STABILIZATION

MATERIAL, AS DIRECTED BY

ENGINEER

WARNING TAPE 15-18"

FROM SURFACE

DETAIL NOTES:

FINAL SAW CUT TO BE MADE JUST PRIOR TO PLACEMENT OF NEW AC PAVEMENTS.

NEW AC PAVEMENTS SHALL BE PLACED TO A MINIMUM THICKNESS OF 4"AND SET IN

2-2" LIFTS, OR THE THICKNESS OF REMOVED PAVEMENT WHICHEVER IS GREATER,

UNLESS DIRECTED OTHERWISE, COMPACT AS SPECIFIED UNDERPLAYED COUNTY

ROADWAY SURFACES BACKFILL MATERIAL SHALL BE CLSM (SLURRY)

**SEE

NOTES

23"

24½"

31"

7"

3"

½"

25"

27"

7/8"

7/8"

2"

COVER (150 LBS)

21 7/8"

24 7/8"

FRAME (237 LBS)

1 7/16"

3/4"

WATERPROOF/BOLT-DOWN COVER

REQUIRED IN ALL EASEMENT AND

OFF STREET AREAS.

(OLYMPIC FOUNDRY MH26S, OR APPROVED EQUAL)

(OLYMPIC FOUNDRY MH26A, OR APPROVED EQUAL)

(OLYMPIC FOUNDRY MH26WT, OR APPROVED EQUAL)

NOTE:

1) TAMPER PROOF FRAME AND COVER REQUIRED

   OUTSIDE OF RIGHT OF WAY OR IN

   UNDEVELOPED AREAS.

2) MANHOLE FRAMES AND COVER SHALL HAVE

   H-20 RATING

BOLT DOWN DETAIL

TWO HOLE 'S' COVER

STANDARD NO VENT

HOLES IN

WATERTIGHT COVERS

BOLT FOR

WATERPROOF AND

BOLT-DOWN

COVER, SEE DETAIL

DEPRESSED

HANDLE

1

2

" - 13 NC X 1 

1

2

" HEX

HEAD STAINLESS

STEEL CAP SCREW,

3 REQ'D

1 

1

4

" OD STAINLESS

STEEL WASHER, 

3

32

"

THICK 3 REQ'D

FLAT RUBBER

WASHER, 3 REQ'D

3

8

" NEOPRENE

GASKET

MANHOLE COVER & FRAME DETAILS

NOT TO SCALE

C1.7

3

STAKED SILT FENCE DETAIL

NOT TO SCALE

C1.7

4

6" 

INCLUDE STRAW BALE BARRIER

AS REQ'D FOR ADDITIONAL SUPPORT.

EMBED BALES 10" INTO THE GROUND

AND SECURE EACH BALE W/2"X2"

WOOD STAKES.

EXIST'G GROUND

2"X2" WOOD POST

SUPPORTED FENCE WIRE

MESH

FILTER FABRIC

45°

OR

LESS

CONSTRUCTION

AREA

LENGTH AS REQ'D

STAKED SILT FENCE

1.0'

1.0'

SEE NOTES

6"

1.5'

2.0'

MAX SPACING=10'

5' MAX IF NO WIRE

MESH IS USED

FILTER FABRIC

14 GA. WIRE MESH SECURED

TO 2"X2" WOOD POST

NOTES

1. ATTACH FILTER FABRIC TO WIRE

  WIRE MESH WITH WIRE TIES FASTENERS

2. STAPLE TO WOOD POST @ 2"O.C.

EROSION CONTROL FACILITIES AS SHOWN ARE OF MINIMUM REQUIREMENT AND

SHOWN FOR CLARITY ONLY. CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTATION,

CONSTRUCTION AND MAINTENANCE OF THIS OR ANY ADDITIONAL EROSION CONTROL

AS MAY BE REQUIRED THROUGHOUT THE DURATION OF THE PROJECT.

ALL TEMPORARY EROSION CONTROL FACILITIES SHALL BE REMOVED AND DISPOSED

OF WITHIN 30 DAYS AFTER PROJECT COMPLETION. AFTER FACILITIES HAVE BEEN REMOVED

PROVIDE LANDSCAPE RE-SEEDING AS SPECIFIED.

STRAW BALE BARRIER

AS REQ'D

RUNOFF WATER

WITH SEDIMENT
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C1.7

45°

¼" PER FOOT

MIN. SLOPE

48" MIN.

12"

MAX.

NOT TO SCALE

C1.7

5 STORM LINE CONNECTION AND CLEAN OUT

NEW 4"

STORM

CLEAN-OUT FITTING

WITH THREADED

PLUG

COIL 24" OF TONING

WIRE AT CLEAN-OUT

ASTM D3034 RUBBER

GASKETED B&S FITTINGS (TYP)

12 GA. TONING

WIRE

4" ASTM D3034 PVC STORM

PIPE (SDR 35) (TYP)

PLUG OR CONTINUE

PRIVATE LATERAL

BEND MAY NOT

BE INPLACE

ADDENDUM 2,  7-15-15


